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MiniBlox™ - solutions in a box   

General description 

The 4201 distribution amplifier is suitable for all SDI data rates up to 
1.485Gb/s High Definition. It has automatic input cable equalization 
and provides 4 re-clocked outputs. The unit will also distribute DVB-
ASI at 270Mb/s. 
 
It is housed in an extremely compact and rugged aluminum case 
ideally suited to both studio and portable applications. 

 

 
 
4201 Main features 

• Supports all data rates up to 1.485Gb/s 

• 4 re-clocked outputs 

• 270Mb/s DVB-ASI compatible (selected by a switch) 

• Complies with SMPTE 259M, 292M and 344M  

• Automatic input cable equalization 

• Equalizes up to 280m at 270Mb/s 

• Equalizes up to 100m at 1.485Gb/s 

• Locking connector for PSU 

• Compact and rugged design 
 

Installation and operation 

The 4201 is simple to use and install. 
• Connect locking power connector from the 4000 external 

power supply (or suitable alternative power source) or slide 
into the 1RU or 2RU rack mounting frame. 

• Check LED is red for power. 
• Ensure selector switch is set to SDI or ASI as appropriate. 
• Connect SDI/ASI input & check LED turns green. 
• Connect outputs as required (Note: only two outputs are 

available for ASI). 
• The 4-800MB mounting bracket can be used to install a 

MiniBlox unit. The bracket should first be fixed vertically to 
any surface. The MiniBlox can then be lowered onto the 
dovetail part of the bracket with the front endplate uppermost 
to retain it. 

Specification 
SDI input 
Standards SMPTE 259M, 292M and  344M at 143Mb/s, 177Mb/s, 270Mb/s, 

360Mb/s, 540Mb/s, 1.4835Gb/s and 1.485Gb/s. DVB-ASI at 
270Mb/s. 

Connector 75Ω BNC 
Signal Level 800mV p-p ±10% 
Return loss >15dB to 1.485GHz 
Cable equalization Automatic up to 280m at 270Mb/s and 100m at 1.485Gb/s 

(Belden 8281) 
SDI outputs 
Standards Same as input 
Connector 75Ω BNC 
Signal level 800mV p-p ±10% 
DC offset <500mV 
Return loss >17dB to 1.485GHz 
Performance 
Rise/fall time <220pS (SD), 400pS to 800pS (HD) amplitude 20% to 80% 
Jitter <250ps 
Power 
Voltage 6-12V DC 
Current 400mA 
Power connector Locking 2.5mm jack connector (center +v) 
Other 
LED Shows power & signal presence 
Temperature range 0˚C to 45̊C 
Dimensions  3 1/4” x 2 1/2” x 1 1/8” (excluding connectors) 
Weight 6 oz 

 
  

We reserve the right to change technical specifications without prior notice.  


